CD 1 

2006 j 

J' 




OPERATING 
SYSTEM 
SERVICES 



FIG. 2 




Start SDT 



300 



User information entry and checking authorizations 

I 



300 



Maintenance operations entry and authorization checking 



Abort 
command 



307 



r 

-!^<^Checking OK?^ 
| Yes" 



Seize and store maintenance operations 



I 



Seize and store system, peripheral, 
delay and restart parameters 



I 



-304 

-309 
311 



313 



Compute the delay and activate the DELAY system service 

I 



Display a WAIT message on the operator console 

-^<j5elay expired? 
^Yes 



315 



321 



Abort 
command 



No 



327- 



Initialize peripherals 

Initialize OK? 
| Yes" 




Abort and 


No 
-* < 


power OFF 


power ON 





Set system in restricted mode 



|Yes 

Go to step 350, FIG. 3B 



323 



325 



FIG. 3A 



From step 325, FIG. 3A 



Stop network 



350 



Start a maintenance operation 
according to seized options 



T 



352 



Monitor the system messages, answer service 
system messages, log step status in WS area 



^-(^^rror message?^X-^356 



I 



354 



I 



No 




End of 
maintenance? 




No 



Yes 



358 



Build and log the achievement task status in the WS area 



I 



Send logging and end of task status to print spooler 



I 



Set back user environment 



T 



360 



362 



364 



366 



Restart or not system according to seized option 



T 



End SDT 



368 



FIG. 3B 





FIG. 4 



